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SPECIFICATION FOR APPROVAL

CUSTOMER : Abracon

CUSTOMER PART NO:

RoHS

SUPPLIER: JIAXING GLEAD ELECTRONICS CO.,LTD compliant
SUPPLIER PART NO: FP1575X3030NO_P100MM

DESCRIPTION: GNSS/®1.13mm cable

REMARKS:
Customer Signature : Customer Sea:
Supplier Signature: Supplier Seal :

NOTE: Please return this copy as a certification of your approval !

Prepared by: Formed On: Add No.66 ZhengyuanRoad,Tanghui Industrial Zone, Jiaxing,
Zhejiang, China

Tel +86-573-83651818

Fax +86-573-83651858
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Quality Dept. Production Dept Technology Dept
GLEAD APPROVED
Quality Dept Production Dept Technology Dept




= Electronics

GIEADEREB =

PRODUCT NAME Prepared date Page
FP1575X3030NO_P100MM 04/01/2020 3/5
Prepared by Checked by Approved by
Fei Lu Shen Gao Jun Hua
1. Structure (unit: mm)
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2. Characteristic curve
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IFBW 70 kHz

Test with the shell of the ABS

Stop 2 GHz !
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Legend
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3. Electrical Characteristics
1 Frequency Range 1550-1620MHz
2 V.S.W.R 2.5max
3 Impedance 50 ohm
4 Gain(Typical) 0~1 dBi
5 Gain(peak) 2~3dBi
6 Azimuth Omni-direction
7 Polarization Vertical
8 Power Capacity 3W
9 installation mode Surface-pasting
10 Working Temp -40~85C
Note:
(D Don’t Paste on the surface of metal;
@ Frequency change with different material and thickness of the shell.
4. Material
No Part Name SPEC
1 Antenna Length (mm) 30*30mm
2 Material FPC
3 RF Connector I-PEX (1 1Y)
4 RF Cable ®1.13mm (L=100+5mm)
5 Adhesive Tape 3IM  467MP
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5. Packing (If there are other customers packaging requirements specified in the order, take practicality as standard)

Each box is equipped with 1000 antennas, 20 antennas are placed

a grid, the size of carton is 630 mm * 460 mm * 105 mm.

6. Note

1. This product specification guarantees the quality of our product as a sin
unit. Please make sure that your product is evaluated and confirmed agai
your specifications when our product is mounted to your product.

2. The product will get free warranty for three months since the date of purch
users operate in the correct way; users will have to pay cost of the materials ¢
maintaining fee out of the condition.

3. Electrostatic sensitive device.Observe precautions for handling.
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